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Light oil burner. Operation: two-stage two-stage
mechanical 
two-stage
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Adjusting the combustion head. • • •

having to remove the burner from the boiler. • • •

• •
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hydraulic
jack

electric
servomotor

mechanical
cam
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Device made of sound-absorbing material to reduce fan noise. •

safety valve. • •
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Model

Size of packaging
Weight

L P H

mm kg

800 94

800 94

1030 880 220

NOTES

 712 - 2135 TBL - BT

3 Soundproof lid on burner air intake.

15  

Emissions 
class

Thermal 
output Model Part no. Max visc. Electrical

supply Motor Notes

kW °E at 20°C kW

class 2 800 ÷ 2100 TBL 210 P 36000020 1,5 3,0

class 2 800 ÷ 2100 TBL 210 P DACA 36000010 1,5 3,0

BT 180 DSPG 3522010 1,5 3,0

class 2 800 ÷ 2100 TBL 210 P 36005420 1,5 3,0

class 2 800 ÷ 2100 TBL 210 P DACA 36005410 1,5 3,0

BT 180 DSPG 35225410 1,5 3,5+1,3

MODULATING MODE

TO COMPLETE THE BURNER

OPTIONALS

ACCESSORIES AVAILABLE ON REQUEST

DESCRIPTION

DESCRIPTION DESCRIPTION PART NO.

soundproof burner cover 

soundproof burner cover 

DESCRIPTION PART NO.

98000055

for wiring.
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